
Product Support Information  

Product Support Information Ref: PSI 00302 Date: 19th August 2013 

TKL www.palintest.com Version No: 1 

Pooltester Blocks 

 

 
Part Code 

Description Range Steps 

SP 600 
Chlorine/pH Pooltest 

Minikit 
0.5 – 5.0 Cl2 
6.8 – 8.2 pH 

0.5, 1.0, 2.0, 3.0, 5.0 
6.8, 7.2, 7.6, 7.8, 8.2 

SP 610 
Chlorine/pH 

Pooltester Block 

0.1 – 6.0 Cl2 

 

6.8 – 8.2 pH 

0.1, 0.3, 0.4, 0.5, 0.6, 0.7, 0.8, 1.0, 1.5, 2.0, 
3.0, 4.0, 5.0, 6.0 

6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 

SP 612 
Chlorine/pH/Alkalinity 

Pooltester Block 

0.5- 5.0 Cl2 

6.8 – 8.4 
0 – 250 CaCO3 

0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 4.0, 5.0 
6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
0, 50, 80, 100, 120, 150, 200, 250 

SP 614 
Chlorine/pH/Alkalinity 

Pooltester Block 

0.2 – 3.0 Cl2 

6.8 – 8.4 
0 – 250 CaCO3 

0.2, 0.4, 0.6, 0.8, 1.0, 1.5, 2.0, 3.0 
6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
0, 50, 80, 100, 120, 150, 200, 250 

SP 616 
Bromine/pH/Alkalinity 

Pooltester Block 

0.5 – 8.0 Br2 

6.8 – 8.4 
0 – 250 CaCO3 

0.5, 1.0, 2.0, 3.0, 4.0, 5.0, 6.0, 8.0 
6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
0, 50, 80, 100, 120, 150, 200, 250 

SP 618 
Copper/pH/Alkalinity 

Pooltester Block 

0 – 1.0 Cu 

6.8 – 8.4 
0 – 250 CaCO3 

0, 0.2, 0.3, 0.4, 0.5, 0.6, 0.8, 1.0 
6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
0, 50, 80, 100, 120, 150, 200, 250 

SP 620* Cyanuric Acid 20 – 100 CNA 20, 30, 40, 50, 60, 80, 100 

SP 623 
pH/Hydrogen 

Peroxide Pooltester 
Block 

6.8 – 8.4 
5 – 50 H2O2 

6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
5, 10, 15, 20, 25, 30, 40, 50 

SP 624 
PHMB/pH/Alkalinity 

Pooltester Block 

0 – 100 PHMB 

6.8 – 8.4 
0 – 250 CaCO3 

0, 10, 20, 30, 40, 50, 75, 100 
6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
0, 50, 80, 100, 120, 150, 200, 250 

SP 625 
PHMB/pH/Hydrogen 
Peroxide Pooltester 

Bock 

0 – 100 PHMB 

6.8 – 8.4 
0 – 50 H2O2 

0, 10, 20, 30, 40, 50, 75, 100 
6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 

5, 10, 15, 20, 25, 30, 40, 50 

SP 626 
Active Oxygen/pH 
Pooltester Block 

6.8 – 8.4 
0 – 15 O2 

6.8, 7.0, 7.2, 7.4, 7.6, 7.8, 8.0, 8.2 
1.0, 2.0, 3.0, 4.0, 5.0, 7.5, 10, 15 

 

* = turbidity tube measurement method 




